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Use Type Max. Height (Roadside) No. of Examples 
Single Family Residential (Within Neighborhood) 25.8 ft. 8 
Multi-Family Residential (Low Density) 23.7 ft. 7 
Multi-Family Residential (Suburban Density) 31 ft. 5 
Multi-Family Residential (Urban Density) 46 ft. 5 
Senior Housing (1-2 Story) 28 ft. 3 
Senior Housing (3 Story) 42.7 ft. 3 
Office (1-2 Story) 28.2 ft. 5 
Office (3 Story) 44 ft. 6 
Light Industrial/Business Park 27 ft. 11 
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Average Road Side Height - Select Waukesha County Examples
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Work Group Final Height Recommendations (In Stories)
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HEIGHT EXAMPLES:HEIGHT EXAMPLES:
PROFESSIONAL OFFICEPROFESSIONAL OFFICE

SENIOR HOUSINGSENIOR HOUSING

MULTI-FAMILY HOUSINGMULTI-FAMILY HOUSING SINGLE FAMILYSINGLE FAMILY

Building Type
Single family 35' roadside, 43' exposure
Multi‐family < 4 unit buildings 35' roadside, 43' exposure
Multi‐family> 4 unit buildings 47' (pitched roof), 35; flat roof
Senior 47' (pitched roof), 35' flat roof (35' in 2 story zones)
Office 47' (pitched roof), 35' flat roof (35' in 2 story zones)

* Consider exceptions for exposed garage doors accessing underground parking

Height recommendations
Roadside height (to highest point of roof, exclude mechanicals)

26’26’ 35’ Roadside 35’ Roadside 
(16’ Typ Roof Line)(16’ Typ Roof Line)

48’48’

32’32’ 23’23’

28’28’ 42’42’ 52’52’ 32’32’23’23’

24’(35’ Exposed) 24’(35’ Exposed) 28’28’30’ (38’ Exposed)30’ (38’ Exposed) 20’20’


