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UPDATES FOR 2011

New Features
* (C67) Single-zone manual air conditioning

Changes
* (6J3) Grille lamps and siren speaker wiring harness is redesigned
without the alternating flasher to be used with LED-type lamps

Deletions
» (C68) Dual-zone manual air conditioning
* (61U) Aqua Blue Metallic

Shown with Aftermarket Equipment.



21 IMPALA POLICE PACKAGE — 9C1

This vehicle has been designed for police work up to and including high speed emergency vehicle operations.
GM restricts the sale of police vehicles and they are not to be sold to retail customers.

SOME STANDARD EQUIPMENT MAY BE REPLACED BY SPECIAL EQUIPMENT WHEN THE POLICE PACKAGE 9C1 IS ORDERED

MODEL AVAILABILITY

TWS19

Front-wheel drive

STANDARD EQUIPMENT SUMMARY

WARRANTY

3 years / 36,000 mile bumper-to-bumper (whichever comes first, see dealer for details)
5 years / 100,000 mile limited powertrain (whichever comes first, see dealer for details)

INTERIOR FEATURES

AIR CONDITIONING
CRUISE CONTROL
CUP HOLDER

DOME LAMPS
FLOOR COVERING
GLASS

MIRRORS, VISOR
MIRROR, REARVIEW
RADIO

RESTRAINT SYSTEM

SEAT, FRONT

SEAT, REAR
SMOKER'S PACKAGE
SPEEDOMETER/CLUSTER

STEERING WHEEL
SURVEILLANCE CAPABILITY
THEFT DETERRENT

TRUNK MAT

TRUNK RELEASE

WARNING LIGHTS
WARNING TONES
WINDOW OPERATION

Single-zone manual, with air filtration and environmentally friendly refrigerant R134A

Electronic with set and resume speed

Cup holder with storage tray between seats

Auxiliary, interior, sustained illumination

(arpeting front and rear (carpeted mats are available; see option B34 on page 9)

Tinted windshield, backlight and side glass

Visor, left hand and right hand with covered vanity mirrors

Inside rearview is manual day night with driver and passenger map lamps

Electronically tuned AM/FM stereo with CD player, seek-scan, digital clock, auto-tone control, theftlock with integrated rear window
antenna (radio delete is not available)

Impala received a 5-star frontal crash test rating (driver and front passenger) from NHTSA. Safety belts with dual stage
driver and passenger frontal air bags’ with passenger sensing system and frontal air bag" ON/OFF indicator; dual head curtain air
bags' for front and rear outboard occupants and front seat back mounted thorax air bags'

High density foam cloth bucket seats with seat back security panel, 6-way power driver and passenger

seat adjusters (see page 4) and manual reclining seat backs. Driver seat has manual lumbar control. Front seat frames are
strengthened from side impact resistance (see page 18)

Vinyl bench with high density foam (see page 4)

Not available

140 mph certified analog speedometer, 5 mph increments with digital trip odometer and warning lamps. Driver Information
Center; includes T mph redundant digital speed display (see message center listing on page 17)

Tilt-wheel with column mounted gear shift lever

See exterior lamps control on page 21 for operation description

Vehicle theft PASS-Key® Ill+, content theft deterrent is disabled (to enable content theft deterrent option UA6 must be ordered)
Heavy-duty (see page 18)

Electric (not ignition controlled), button located on instrument panel, left of steering column; manual inside trunk safety release
(ignition control release is available; see option A98 on page 9)

Brake, safety belt, air bag', anti-lock brake and check engine (see page 17 for additional information)

Key-in-ignition, driver door open, driver and passenger safety belt not buckled, headlamps on

Power with driver express down, rear window lockout switch

ELECTRICAL FEATURES

AUXILIARY POWER, FRONT

AUXILIARY POWER, TRUNK
GROUND STUD

POWER OUTLETS

WIRING DIAGRAMS

WIRING PROVISION,
EXTERIOR LAMPS FLASHING

100-amp ignition and main power supply wiring under lower right side of instrument panel (see wiring provisions for 12-volt
battery power supply on page 19 and 27)

100-amp auxiliary power outlet in trunk (see page 29)

Auxiliary, located in trunk (see page 29)

2 auxiliary power outlets for additional plug-in equipment located on lower center of instrument panel

See pages 27 through 33 for description; also see Impala Police Package owner’s manual supplement (located in glove box folder
with standard owner’s manual)

Forward lamp harness in-line connector for Exterior Lamp Flashing System (see option 6J7 on page 9)

1. Head curtain side air bags are designed to help reduce the risk of head and neck injuries to front and rear seat occupants on the near side of certain side-impact collisions.
Always use safety belts and the correct child restraints for your child’s age and size, even in vehicles equipped with air bags. Children are safer when properly secured in a rear
seat. See your vehicle Owner’s Manual and child safety seat instructions for more information.
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EXTERIOR FEATURES

BODY PANELS
DEFOGGER
DOOR LOCKS

HEADLAMPS

KEYLESS ENTRY

KEYS

LICENSE PLATE
MIRRORS, REARVIEW
ONSTAR

PAINT

TRUNK LAMP

UNDER HOGD LAMP
WINDSHIELD WIPERS

Two-sided galvanized steel for all exterior body panels (except roof where not needed)

Electric, rear window

Power non-programmable (automatic door locking and unlocking feature is disabled), child safety locks in rear doors, driver door
lock cylinder; trunk keylock cylinder (see page 18); lock cylinders no longer available on passenger front door

Dual halogen composite, includes flash-to-pass feature and automatic lamps control with daytime running lamps (to delete
automatic control, see option 9G8 on page 9 and exterior lamps control on page 21)

Includes two transmitters with non-functional panic button; the keyless entry system used on the police Impala includes a stealth
mode feature. When the “unlock” or “lock” button is depressed, no exterior lamps or audible sounds are activated; however, the
interior OEM dome lamp will illuminate unless option 7Y6 lamps, inoperative dome and courtesy lamps is ordered; during remote
start feature, running lamps will remain illuminated (additional transmitters are available; see option AMF on page 9)

Two-sided, random code, for ignition, driver door and trunk only; single key locking system to operate entire fleet is available
(fleet coded single key is available; see 6E2 and 6E8 option on page 9)

Mounting hardware located in glove box; front bracket standard in states requiring front license plates; others must order option VK3
Body color, electric Left hand and right hand remote (heated mirrors are available; see option DK2 on page 9)

Not available with Police Package

Base coat/clear coat

Standard

Not available

Intermittent, anti-lift with washer

CHASSIS FEATURES

ALTERNATOR
BATTERY

BODY
BRAKES
COOLING

CHASSIS LUBRICATION
ENGINE

EXHAUST SYSTEM
FUEL TANK CAPACITY
OIL COOLERS

RADIO SUPPRESSION

STARTER INTERRUPT
STEERING

STRUTS, FRONT
SUSPENSION

TIRES

TIRE PRESSURE MONITOR

TRANSMISSION

WHEELS
WHEEL CENTER CAP

150-amp with idle boost (transmission in PARK or NEUTRAL) controlled by battery energy level sensing

720 cca with battery rundown protection; automatically shuts off courtesy lamps (reading/map lamps, trunk and glove box lamps)

to protect the battery; lamps are automatically turned off after 20 minutes if they are left on and the ignition is in the “OFF” position
(does not protect customer installed equipment)

Heavy-duty reinforced body components

4-wheel anti-lock disc brakes with police calibration and heavy-duty front brake pads

Heavy-duty (high capacity) with 225-watt fans and extended life coolant; coolant hoses are EPDM (ethylene-propylene-diene
monomer) rubber; silicone hoses are not required (coolant is DEX-COOL good for 5 years/150.000 miles, protects from -34° F to
+265° F and against rust and corrosion)

Lubed-for-life chassis

3900 series SFI V6 with FlexFuel? (gas or E85 ethanol); includes wide open throttle air conditioning cut off (when overhead lamps,
spotlamps, radio antennas, sirens, and other emergency equipment are installed, overall performance may be somewhat lower)
Stainless steel, single with dual outlets

17 gallon (64 liters)

Engine, transmission and power steering oil cooler: external air-to-oil, fin-type (see page 18)

Extended life - iridium tip spark plugs and wires that are designed to reduce radio frequency noise levels which may affect
communications equipment including operating frequencies in the 38-MHz to 58-MHz range. The Impala is designed with unibody
construction, and multiple grounding points are provided for the vehicle electrical system. No additional ground straps are added
for the Police Package

Prevents starter from engaging while the engine is running

Power, rack and pinion

Heavy-duty

4-wheel independent, firm ride and handling with increased ride height springs, heavy-duty front and rear stabilizer bars
P225/60R16 SBR blackwall, “V" rated with compact spare (full-size spare is available; see option N81 on page 9)

CHECK TIRE PRESSURE will show on driver message center (see page 17 for description)

Heavy-duty 4T65E 4-speed automatic, electronically-controlled transmission provides protection against over-revving the engine in
low gear and a mechanical low gear blockout is not required; if a driver manually selects low gear and fails to manually upshift to
high gear, the powertrain control module automatically protects the drivetrain (traction control is not available on Police Package)
16" x 6.5" heavy-duty steel

Chrome bolt-on metal

2. E85 is 85% ethanol and 15% gasoline. To see if there is an E85 station near you, go to www.gmaltfuel.com/e85-station-locator.
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ENGINE TRANSMISSION AXLE
OPTION TYPE DISPLACEMENT FUEL OPTION TYPE OPTION RATIO
CODE LITERS/CU. IN. SYSTEM CODE CODE
FlexFuel? 4T65E
LGD V6 3.9/238 (gas or E85 MX0/M15 4-speed FR9 3.29
ethanol) auto. with OD

EMISSIONS

= MUST BE SPECIFIED

FE9 FEDERAL EMISSIONS. Use for ordering vehicles that will be registered in all states except California, Connecticut, Maine, Maryland,

Massachusetts, New Jersey, New Mexico, New York, Oregon, Pennsylvania, Rhode Island, Vermont and Washington State
CALIFORNIA EMISSIONS. Use for ordering vehicles that will be registered in California.

CT/ME/MD/MA/NJ/NM/NY/OR/PA/RI/VT/WA EMISSIONS. Use for ordering vehicles that will be registered in Connecticut, Maine,
Maryland, Massachusetts, New Jersey, New Mexico, New York, Oregon, Pennsylvania, Rhode Island, Vermont or Washington State

YF5
NE1

NB8 Required when option code FE9 “FEDERAL EMISSIONS” is ordered for delivery to a dealer located in California, Connecticut,
Massachusetts, Maryland, New Jersey, New Mexico, New York, Oregon, Pennsylvania, Rhode Island and Washington State for a
purchaser who will be registering the vehicle outside California, Connecticut, Maine, Maryland, Massachusetts, New Jersey, New

Mexico, New York, Oregon, Pennsylvania, Rhode Island, Vermont and Washington State.

Required when option code YF5 “CALIFORNIA EMISSIONS” or option code NET "CT/ME/MD/MA/NJ/NM/NY/OR/PA/RI/VT/WA EMISSIONS"
is ordered for delivery to a dealer located in any state except California, Connecticut, Maine, Maryland, Massachusetts, New Jersey, New
Mexico, New York, Oregon, Pennsylvania, Rhode Island, Vermont and Washington for a purchaser who will be registering the vehicle in
one of these states or sold as permitted below under “EPA Policy on the Sale of California Emission Vehicles”

NC7

NBS Required when option code YF5 is ordered for delivery to a dealer located in Connecticut, Maine, Maryland, Massachusetts, New Jersey,
New Mexico, New York, Oregon, Pennsylvania, Rhode Island, Vermont and Washington. Required when option code NET is ordered for

delivery to a dealer located in California.

TIRES - sPEED RATED
MANUFACTURER AUANTITY SIZE SPEED RATING TYPE
Pirelli Four P225/60R16 SBR blackwall ' AL3

Note: - Compact spare is standard (full-size spare is available see option N81 on page 9)
« Due to specific requirements for performance, durability and safety, GM recommends only the original equipment tire for replacement

SEATS AND INTERIOR TRIM

SEAT OPTIONS EBONY
STANDARD  Front: Cloth buckets (power driver and passenger) AR9 19G
Rear: Vinyl bench
OPTIONAL  Front: Cloth buckets (power driver and passenger) AR9 19E
Rear: Cloth bench

AVAILABLE EXTERIOR COLORS

500 ol
Silver Ice Imperial Blue Black Summit White Gold Mist (yber Gray Victory Red
Metallic Metallic Metallic Metallic
Note: For special paint see page 11 through 16 Actual colors may vary

2. E85 is 85% ethanol and 15% gasoline. To see if there is an E85 station near you, go to www.gmaltfuel.com/e85-station-locator.
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