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Soil Loss & Sediment Discharge 
• Applicable to construction sites that disturb one acre 

or more (NR 216)
• NR 151.11 - Sediment Performance Standard

– No more than 5 tons/acre/year sediment discharge (2013) 
• Compliance policy as of January 1, 2016 

– Compliance verification procedure (guidance document)
– Calculation tool (Excel spreadsheet)

• New policy does not replace other construction site 
performance standards and erosion control plan 
requirements 
– May influence erosion and sediment control practice 

selection
– Will influence construction schedules 



http://dnr.wi.gov/topic/stormwater/publications.html



http://dnr.wi.gov/topic/stormwater/construction/



Six Step Compliance Verification 
Procedure

• Step 1: Determine location where calculations 
will be done

• Step 2: Determine compliance period
• Step 3: Conduct soil loss calculations (use 

spreadsheet)
• Step 4: Conduct sediment discharge calculations 

(use spreadsheet)
• Step 5 – If necessary, modify plan and re-

calculate (back to Step 1)
• Step 6 – Document results



Documentation



Construction Schedules



Initial = 130’ @ 2%

Final 1 = 100’ @ 2%

PC (pond slopes)

PC (concentrated flow)

PC (small area)

PC = Prescriptive Compliance Area

PC (20% slope)

Limits of Disturbance
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